
1. ALL GATE VALVES SHALL MEET REQUIREMENTS OF AWWA STANDARD C509 AND NCTCOG, OCTOBER 2004 EDI11ON,
SEC11ON 502.6.

2. 2 GATE VALVES SHALL BE BRONZE. NON—RISING STEM. RESILIENT SEAT, WITH HANDWHEEL OPERATOR, OPEN LEFT,
F.LP. X F.I.P. AND SHALL BE MUELLER PART # E372.

3. IN PAVED AREAS, INSTALL 24” SQUARE X 5—1/2” CONCRETE VALVE PAD FLUSH WITH TOP OF VALVE BOX.
REINFORCE WITH #3 BARS ON 6” CENTERS BOTh WAYS. SET VALVE BOX FLUSH WITH FINISHED GRADE.

4. IN UNPAVED AREAS, SET VALVE BOX 2” ABOVE FiNISHED GRADE.
5. ALL CONCRETE SHALL BE MINIMUM 3600 PSI 28—DAY COMPRESSIVE S1RENGTH.
6. GATE VALVE SHALL BE SET VER11CAL AND PLUMB TO FINISHED GROUND.
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UNPAVED AREA
SEE NOTE 4.

PAVEMENT
SUB—BASE

3” to 12” NON—RISING STEM,
RESILIENT SEAT GATE VALVE WITH

2” SQ OPERA flNG NUT. GATE VALVE
SHALL BE MUELLER 2360 SERIES, CLOW

F6100 SERIES, M & H 4067 STYLE,
OR EJ FLOW7~lASTER.

EMBEDMENT AND BACKFILL TO
BE IN ACCORDANCE WITH
APPU CABLE DETAIL.

TORQUE BOLTS PRIOR.
TO BACKFILL

OF WATER MAIN

VALVE BOX SHALL BE SCREW TYPE
ADJUSTABLE AND SHALL BE TYLER UNION
6850 461—S. POWERSEAL 8850 MODEL, OR
EJ 8550 SERIES 461—S. INSTALL PER
MANUFACThRERS RECOMMENDA11ONS.
VALVE BOX SHALL NOT REST ON BODY OR
BONNET OF VALVE. 6” PVC SEWER PIPE
SDR 35 SHALL BE USED FOR VALVE BOX
EXTENSION AS REQUIRED.
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GENERAL NOTES:


